ZETTLER XZM-CT100A02

Specification for approval

Description(F= fRA): Current Transformer

Customer P/N (& F):

ZETTLER P/N (F&%¢#)): XZM-CT100A02
Revision(fit4%): PD1.0
Page(TW#): 3

Drafted(#]/E): Yang Man
Checked(&##%): Chen Chaolu

Approved(#il): He Zongnian

PD1.0 2025/12/22 Initial Release Hezn

Rev. Date Description Changed

Approved by Customer (& HiL)
Friendly Reminder: Please help to sign this Spec when approve , and fax to our company .Or else, we will
consider you have accepted it and make future order based on this Spec.
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ZETTLER XZM-CT100A02

1. OUTLINE DRAWING(4MER):UNIT(®#AL): mm

B 25.5 Max s‘f A 18.0 Max
L X
©
=
o
0 ©
o 39
gs W0 3 o
c®= ~ MARKING
SQO0.7x0.7+0.1
F 15.3+0.5
J [
1 2 i
=]
+|
©
o)
—
I
4 3
[1 [1
‘ G 18.8:0.5 ‘
I |
.
Notes(¥E) :

# PCB drill hole is recommended to be 1.5mm; (i PCB JfLfL1& N 1.5mm)

+|f PIN layout and footprint have slightly deviation, please refer to actual PCB assembly ,the ones can be
normally inserted into PCB is qualified . (PIN . HFE RS EA i 22 1, LA PCB R AR SEREHHIN, AT IEH RN E 1)
¢ The Pin length doesn’t include the solder tip (PIN I AL FEER)

¢ The Pin 3 and 4 not connected dummy Pins (pin3,pind Ki%E#:54)

2.MARKING (72 F)
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3.SCHEMATIC(JRH&):
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e Indicate Polarity

ZETTLER MAGNETICS

ADD:No.6, Xinjing road, Xinyang Industrial Zone, Haicang District.,XiaMen, 361028, PR China 2

FE R THRE X T X H R 6 5
TEL:+86 592 2631586 (FAX):+86 592 2631599



ZETTLER

4. ELECTRICAL SPECIFICATION(E S 4%1H):
TEST TEMPERATURE(MU%&%E)@%i 2C:

XZM-CT100A02

Iltem Terminal
i H Ui

Load=50Q, fi#kH[H 50Q

0, —_
Precision Input rated current %, K—L, 50Hz,

5% 20% 100% 120%

class: 0.1 Input rated current (A), K—L, 50Hz

5.0A 20A 100A 120A

1--2
W PS5 Amplitude error(%) HIEEIRZE (LZE)

+0.40% +0.20% +0.10% +0.10%

0.1 Phase angle error (*) HFAHALRZE (FAZ2)

15’ Max 8 Max 5 Max 5 Max

Item Terminal Specification
mH i - Ak E

Test condition

M2

DCR

1---2 140Q M
ERHIE(Q) ax

Ta=25°C

Dielectric strength
S8 251 e

1----K 4.0kVac

1mA/50Hz/2s

5.NOTES FOR USE (F=ff#FHEREED)
1) Insulation Class(4:%%:4%): Class B

2) Rohs compliant directive 2011/65/EU( i1 44 & Bk ¥ ROHs 2011/65/EU 154)
3) Operating Temperature range #/FIRE L -40°C to +85°C (Temperature rise included)

4) Storage temperature range f7fif i £ i -40° to +85°C

5) Resistance to solder heat (f2&5 M #E): +260+5°C, 3-8Sec:
6) Rated working Frequency (L{E4ii#): 50~100Hz(sinusoidal)
7) Rated current & Hijit: 100Arms

8) Load resistance fi#HFHL: <50Q

9) Turns Ratio [#lk: 1:2500
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